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                       Louvres

Fixed louvres

               Total free inlet area
 Mass kg Per s.q meter NumberOrder Height

1000 m 1500 m
of

1000 m 1500 mCode m (a)
width (b) width (b) 

Blades
width width

HLF 4 0.595 0.278 0.429 4 14.4 21.2
HLF 5 0.735 0.416 0.638 5 16.6 24.4
HLF 6 0.875 0.544 0.843 6 18.8 27.6
HLF 7 1.015 0.692 1.050 7 21.0 30.9
HLF 8 1.155 0.830 1.257 8 23.2 34.1
HLF 9 1.295 0.968 1.464 9 25.4 37.3
HLF 10 1.435 1.106 1.671 10 27.6 40.5
HLF 11 1.575 1.244 1.878 11 29.8 43.7
HLF 12 1.715 1.382 2.085 12 32.0 46.9
HLF 13 1.855 1.520 2.292 13 34.2 50.1
HLF 14 1.995 1.658 2.499 14 36.4 53.3
HLF 15 2.135 1.795 2.706 15 38.6 56.5
HLF 16 2.275 1.934 2.913 16 40.8 59.7
HLF 17 2.415 2.072 3.120 17 43.0 62.9
HLF 18 2.555 2.210 3.327 18 45.2 66.1
HLF 19 2.695 2.348 3.534 19 47.4 69.3
HLF 20 2.835 2.486 3.741 20 49.6 72.6
HLF 21 2.975 2.624 3.948 21 51.8 75.8

Adjustable louvers

              T  otal free inlet area
 Mass kg Per s.q meter NumberOrder Height

1000 m 1500 m
of

1000 m 1500 mCode m (a)
width (b) width (b) 

Blades
width width

HLA 3 0.530 0.318 0.512 3 18.3 29.0
HLA 4 0.695 0.458 0.734 4 21.6 33.4
HLA 5 0.800 0.598 0.956 5 25.0 38.3
HLA 6 1.035 0.738 1.178 6 28.4 43.1
HLA 7 1.190 0.578 1.400 7 31.7 47.7
HLA 8 1.355 1.018 1.622 8 35.1 52.0
HLA 9 1.520 1.158 1.844 9 38.6 57.6
HLA 10 1.685 1.298 2.066 10 41.9 62.4
HLA 11 1.850 1.438 2.288 11 45.3 67.3
HLA 12 2.015 1.578 2.510 12 48.4 72.1
HLA 13 2.180 1.718 2.732 13 52.0 77.0
HLA 14 2.345 1.858 2.954 14 55.4 81.8
HLA 15 2.510 1.998 3.176 15 58.9 66.7
HLA 16 2.675 2.138 3.398 16 62.1 91.6
HLA 17 2.840 2.278 3.620 17 65.6 95.4
HLA 18 3.005 2.418 3.842 18 69.0 100.0

PLEASE NOTE: Due to our ongoing research and development 
programme, we reserve the right to supply products which may 
differ slightly from those illustrated and described in this brochure.

Helm louvres are designed to operate in conjunction with either
Helm powered or natural ventilators, to replace hot stale air at
desired areas.

Fixed louvres provide permanent ventilation, where as adjustable
louvres can be set to deliver a variable amount of air depending 
on the day to day climatic conditions. All louvre units are available 
in galvanised, aluminium, stainless steel and pre-painted material. 
Special sizes can be manufactured on request.
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